
         PELCO D OPERATION 

 

A.LILIN 7625 Fast Dome Switch Setup: 

(1)RS-485 protocol switch setup, 

DIP SWITCH setup instruction: 

1. RS-485 IN-TML RES. : RS-485 input terminator ON/OFF 

2. RS-485 OUT-TML RES. : RS-485 output terminator ON/OFF 

3. HALF / FULL : 2 wire half-duplex or 4 wire full-duplex 

4. BAUD SEL1 : Transmission rate option 1 

5. BAUD SEL2 : Transmission rate option 2 

6. PROTOCOL SEL1 : Protocol option 1 

7. PROTOCOL SEL2 : Protocol option 2 

8. PROTOCOL SEL3 : Protocol option 3 

9. PROTOCOL SEL4 : Protocol option 4 

10. - : No use 

 

․    RS-485 Input/Output terminator setup: 

☞When using series connection, RS-485 input and output terminator 

DIP SWITCH should be turned ON (Factory Default) 

☞When using parallel connection, the first and last terminator should 

be turned ON, and the mid one should be turned OFF to keep best transmission 

status. 

RS-485 Transmission mode option: 

DIP SWITCH  3 

2 wire half-duplex OFF 

4 wire full-duplex  ON 

 

BAUD RATE SELECTION 

DIP SWITCH 5 4 

2400 bps ON ON 

4800 bps ON OFF 

9600 bps OFF ON 

19200 bps OFF OFF 

 

 

 



PROTOCOL SELECTION 

DIP SWITCH 9 8 7 6 

MLP2 (Merit Lilin Protocol 2) Version  ON ON ON ON 

MLP1 (Merit Lilin Protocol 1) Version  ON ON ON OFF 

PELCO D  ON ON OFF ON 

PS:MLP1(Merit Lilin Protocol 1) is PIH-717 Protocol。 

․ 

RS-485 PROTOCOL SELECTION 

DIP SWITCH 10 9 8 7 6 5 4 3 2 1 

MLP2 Version OFF ON ON ON ON OFF ON OFF ON ON 

MLP1 Version OFF ON ON ON OFF OFF ON OFF ON ON 

PELCO D OFF ON ON OFF ON ON ON OFF ON ON 

    PS: PELCO D is parallel connection and the last camera’s DIP SWITCH 1 & 2 

should be turned OFF. 

 
(2) Dome Camera ID Switch  

     PELCO D  

DIP SWITCH 8 7 6 5 4 3 2 1 

CAMERA ID 1 ON ON ON ON ON ON ON OFF 

CAMERA ID 2 ON ON ON ON ON ON OFF ON 

CAMERA ID 3 ON ON ON ON ON ON OFF OFF 

CAMERA ID 4 ON ON ON ON ON OFF ON ON 

CAMERA ID 5 ON ON ON ON ON OFF ON OFF 

                 ﹕      

                                  ﹕ 

CAMERA ID 253 OFF OFF OFF OFF OFF OFF ON OFF 

CAMERA ID 254 OFF OFF OFF OFF OFF OFF OFF ON 

    

B.PELCO MPT9500 KeyBoard control:  

The first step is to call the Camera ID + [Recvaddrs] . 

     

C.MANUAL OPERATION:       

(1) Joystick Control: Control the direction. 

(2) Zoom Lens Control: [ZOOM TELE]. Zoom In.  

                [ZOOM WIDE]. Zoom Out. 

        (3)Focus Control: [FOCUS NEAR]. Focus close. 

                       [FOCUS FAR ]. Focus far.  

(4)Iris Control: [IRIS OPEN]. Iris large. 



                 [IRIS CLOSE]. Iris small. 

D.RETURNING TO A PRESET: 

  Hit Preset number + [PRESET GO]. 

 

E.SETTING A PRESET: 

     Call the preset point first, use joystick to desired position and then hit Preset 

Number + [PRESET SET]. 

  PS: The default stop time is 5 sec, and the speed is the fastest.. 

 

F.PRESET SCAN: 

     Hit [PAN AUTO] to perform 1-16 preset points. 

 

G.STOP PRESET SCAN: 

  Hit [PAN MAN] to stop SCAN action.  

H.PRESET NUMBER DEFINITION:  

Preset Number Function 

33 180 ° Filp 

96 Stop Scan 

99 Horazontal Auto – Scan 

 

I.MENU MODE: 

     Hit number 95 + [PRESET SET] can enter to the menu to setup and use up and 

down to choose the options. 

Use left and right can change the setup, and use can use [IRIS CLOSE] to leave the 

menu. 


